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In order to consistently bring you the highest quality products, we reserve the right to change our specifications and designs at any time. 

 Compatible with all mechanical
and electronic engines

 Fully programmable to monitor
multiple parameters

 Automatic fault shutdown
protection and indication

 Remote monitoring and tracking
in real time

 Data logging

 15 X Inputs and outputs (I/O)

  

HOW TO ORDER 

DESCRIPTION 

FEATURES 

The P1000 Panel, engineered and built by ECS, is a superior panel offering the powerful, yet 
simple-to-configure PV485 display. This display is part of the Murphy PowerView® family and
provides monitoring of Tier 4/Euro Stage 4 compliant electronic and mechanical engines. The 
PV485 monitors multiple J1939 parameters and provides basic engine alarm/shut-down
information.

The P85 panel has the ability for the software to be fully configured from the front user 
interface. If the factory default parameters are not the desired set points, the packager or 
operator has the ability to change these settings. The configuration tool also allows for the 
splash screen to incorporate a company logo.

The flexibility of the P1000 allows for the same panel to be used across many applications. This 
provides the operator familiarity with the display and panel in any application. The panel utilizes 
industry standard Deutsch connectors and is compatible for use on the simplest to the most 
advanced, fully electronic Tier 4 and mechanical engines, our panel can be used for both above 
and underground applications for more advanced engine monitoring and protection at a low 
cost.

The P1000 is also supplied with a CANect remote monitoring system to always know what your 
expensive equipment are doing in real time via either Wi-Fi or GPRS. The system can be 
configured to monitor and display any parameters you should need.

P1000-12  12VDC PANEL 
P1000-24  24VDC PANEL 

PLEASE USE THE PANEL QUESTIONARE TO ORDER. 

PV485

15A

20A

70 Plane Road, Cresslawn,
Kempton Park, 1620, South Africa

PO Box 13829, Norkem Park, 
Kempton Park, 1631, South africa

+27 (11)391 1443

sales@ecs-sa.co.za



 
 

In order to consistently bring you the highest quality products, we reserve the right to change our specifications and designs at any time. 
 

              
               

               

              
              
              
              
  

              
              
              
              
              
              
              
              
              
              
              
           

SPECIFICATIONS PV485 DISPLAY 

Display: Bonded 4.3”/109mm color Trans missive TFT LCD                                                                                                     
Resolution: WQVGA, 480 x 272 pixels, 16-bit color                                                                                                                          
Aspect Ratio: 16:9 
Orientation: Landscape 
Backlighting: LED, 900-1000 cd/m2 (30,000 hr. lifetime)                                                                                                     
Microprocessor: Freescale i.MX35 32bit, 532Mhz                                                                                                                          
Operating System: QNX Real-Time Operating System Flash  
Memory: 256 MB 
RAM: 128 Mbytes DDR2 SDRAM 
Operating Voltage: 6-32 VDC, protected against reverse 
Polarity and load dump 
Power Consumption: 10W max. 
CAN: (1) CAN 2.0B 
Protocols: J1939, Freeform CAN support 
Connection: (1) 35-pin AMP seal connector (AMP 776231-4) 
Keyboard: (5) tactile buttons USB: (1) USB 2.0 host                           
(full speed) 
Digital Inputs: (3) Digital Inputs 
Digital Outputs: (4) Low Side Open-drain, capable of sinking 
500 mA 
Analog Inputs: (6) total, (4) software configurable (0-5V, 
4-20mA, Resistive) + Battery Voltage + 2nd Battery Voltage 
Analog Outputs: (1) 0-5V 
Frequency Inputs: (1) Alternator and Magnetic Pickup 
Real-time clock: with battery backup 

Communication: 
(1) CAN 2.0B according to ISO-11898-2; J1939 
and CANopen protocols; proprietary messaging 
 
 
Environmental  
Operating Temperature: -40°C to +85°C (-40°F 
to +185°F)                                                                           
Storage Temperature: -40°C to +85°C (-40°F to 
+185°F)                                                                             
Protection: IP 67, front and back 
Emissions/Immunity: SAE J1113 or customer-
specified; (CE) - EN61000-6-2, EN12895, ISO 
13766 
Vibration: Random vibration, 7.86 Grms (5-2000 
Hz), 3 axes 
Shock: ± 50G in 3 axes 
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