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 Compatible with all
mechanical and electronic
engines

 Fully programmable to
monitor multiple parameters

 Automatic fault shutdown
protection and indication

 Can be used across many
applications

 10 X Inputs and outputs (I/O)

F EATURES  

   

HOW TO ORDER 

DESCRIPTION 

The Murphy Link Series P80 Panel, engineered and built by ECS, is a superior panel offering 
that includes the powerful, yet simple-to-configure PV380 display. This display is part of the 
Murphy PowerView® family and provides monitoring of Tier 4/Euro Stage 4 compliant electronic 
engines. The PV380 monitors multiple J1939 parameters and provides basic engine 
alarm/shut-down information.

The P80 panel has the ability for the software to be fully configured from the front user 
interface. If the factory default parameters are not the desired set points, the packager or 
operator has the ability to change these settings. The configuration tool also allows for the 
splash screen to incorporate a company logo.

The flexibility of the P80 allows for the same panel to be used across many applications. This 
provides the operator familiarity with the display and panel in any application. The panel utilizes 
industry standard Deutsch connectors and is compatible for use on the simplest to the most 
advanced, fully electronic Tier 4 engines, our panel can be used for both above and 
underground applications for more advanced engine monitoring and protection at a low cost.

P80-12              12VDC PANEL 
P80-24              24VDC PANEL 
PLEASE USE THE PANEL QUESTIONARE TO ORDER. 
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SPECIFICATIONS 

Operating Voltage: 6-36 VDC; reverse polarity protected 
(display only)       
Operating Temperature: -40° to 185° F (-40° to 85° C) 
Storage Temperature:  -40° to 185° F (-40° to 85° C)      
Total Current Consumption:  10 W Max (display only)   
Viewing Area:  3.8” (97 mm) QVGA (320 x 240 pixels); 
mono-chrome transflective LCD with white LED backlight 
and heater Viewing Angle:  ±50° horizontally; +45° / -60° 
vertically       
Panel Enclosure: Powder-coated      
Alarms:  Red and amber warning LEDs; Set point 
triggered output for external piezo buzzer or shut-down 
relay       
Mating Connectors:  21 Position, Deutsch HDP26-24-
21SE      
Sealing:  IP66 and 67 (Display only)       
Vibration and Shock:  7.86 g random vibe (5-2000 Hz) 
and ±50 g shock in 3 axes (Display only)   

Communications: CAN (SAE J1939) and RS-485 
Modbus Languages:  English, Spanish, French, 
Italian and German      
Outputs (2):  (2) 500 mA; switched low-side      
Inputs (8): (4) Resistive Analog       
(3) Analog: 0-5 V, 4-20 mA (analog or digital
(1) Frequency (2 Hz - 10 KHz, 3.6 VAC-120 VAC)
EMC/EMI: 2004/108/EC and 2006/95/EC directives
EN61000-6-4:2001 (emission)
EN61000-6-2:2001 (immunity)
EN50121-3-2 and EN12895
SAE J1113/2, 4, 11, 12, 21, 24, 26 and 41


